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SECTION 1 S'PECI.'FICAT[ONS

GENERAL

Number of Semi-Conductors:
Transistors 71
FET 16
{C {Includes CPU) 25
Diodes 212

Frequency Coverage:
3.BMHz ~ 4.0 MHz -
7.0MHz ~ 7.3 MHz
10.0MHz ~ 10.5 MHz (Receive Only)
14,0MHz ~ 14 356MHz
18.0MHz ~ 18,5 MHz {Receive Only)
21.0MHz ~ 21 45MHz
24.5MHz ~ 25.0 MHz (Receive Only)
2B.0MHz ~ 29.7 MHz
Frequency Control:
CPU based 10Hz step Pre-mixed synthesizer,
Independent Transmit-Receive Fregquency Available on
same band.
Frequency Readout:
6 digit 100Hz readout.
Frequency Stability:
Less than B00OHz after switch on 1 min to 60 mins, and
less than 100Hz after 1 hour. Less than 1KHz in the
range of —10°C to +60°C.
Power Supply Requirements:
DC 13.8V t15% Negative ground Current drain 20A
max. {at 200W input}
AC power supply is available for AC operation.
Antenna Impedance:
50 ohms Unbalanced
Weight:
6.4 Kg
Dimensions:
94mmiH) x 241Tmm{W) x 275mm{D}

TRANSMITTER
RF Power:
SSB {Az0) 200 Watts PEP input

W (A, ) 200 Watts input
Continuousty Adjustable Qutput power 10 Watts ~ Max.
AM {Az) 40 Watts output
Continuously Adjustable Qutput power 10 Watts ~ 40
Watts
Emission Mode:
Aszd SSB {Upper sideband and Lower sideband)
Ay CW
As AM

Harmanic Qutput:

More than 50d8 below peak power output
Spurious Qutput:

More than 50dB below peak power output
Carrier Suppression:

More than 50dB below peak power output
Unwanted Sideband:

More than B5dB down at 1000Hz AF input
Microphone:

Impedance 1300 ohms

Input Level 120 millivolts typical

Dynamic or Electret Condenser Microphone with

Preamplifier

RECEIVER

Receiving System:
CQuadruple Conversion Superheteradyne with continuous
Pass-Band Shift Controt.
Receiving Mode:
Ay, A3J (USB, LSB), A,
IF Freguencies:
15t 39.7315MHz
2nd 9.0115MHz
3rd 4h5KHz

4th 9.0115MHz
with continuous Pass-Band Shift Control.
Sensitivity:
SSB, CW Less than 0.3 microvelis for 10dB S+N/N
AM Less than 0.6 microvolts for 10dB S+N/N
Selectivity:
SSB, CW 2AKHz at —-6dB

4.8KHz at —60dB
A 6.0KHz at —6dB
18.0KHz at —60dB
CW-N
{when optional crystal filter installed)
600Hz at —8dB
1.5KHz at —60d8
{when optional AF filter instailed}
150Hz at —6dB
1100Hz at —40dB

Spurious Response Rejection Ratio:

More than 60dB

Audio Qutput:

More than 2 Watts

Audio Qutput Impedance;

8 ohms

Specifications are approximate and are subject to change without notice or obligation,



SECTION 2 FEATURES

ALL BAND, ALL MODE, ALl SOLID STATE

The 1C-730 covers all the Amateur HF frequencies from 3.5MHz to 29.9999MHz, including the new three bands of 10MHz,
18MHz and 24MHz. It offers not only SSB, but also AM and CW. All of the circuits in the 1C-730, including the driver and
final power stages are completely solid state, and provide about 100 watts output.

In addition, the low-pass filters switched by the BAND switch and the band-pass filters selected by an electronic signal from
the CPU, make a no tune-up system.

OUTSTANDING RECEIVER PERFORMANCE

The IC-730 employs the ICOM DFM (Direct Feed Mixer) system and up-conversion system to improve a high receiver perfor-
mance.

The ICOM DFM system is a systern the incoming signals are directly fed to the first mixer, and the mixer is a high level
Double Balanced Mixer developed by [COM.

The up-conversion system uses a high side |F i.e., 33.73158MHz and high performance third over-tone crystal filters provide
excellent image and IF rejection ratio.

These advanced devices and system give higher spurious response rejection ratio, higher sensitivity and wider dynamic range.

PASS BAND SHIFT CONTROL

The 1C-730 has a built-in Pass Band Shift system that allows you to continuously adjust the center frequency of the IF
pass-band. By moving the control, you can eliminate interference from a nearby signal, thus providing clear reception, It
can also be used as a tone control,

When installed the optional crystal filter, F L-30, this system acts as a pass-band tuning system that allows you to continuously
adjust the pass-band up to 800Hz from the upper or lower side in S5B and CW. It gives more performance to eliminate inter-
ference.

VARIOUS STEPS DUAL DIGITAL VFO

The dual digital VFO consists of a digital Phase-Locked-Laop by which controlled the Microcomputer Control System, and
a pre-mixing circuit.

Three tuning frequency resolutions of 10Hz, 100Hz and 1KHz steps are selectable with the TUNING RATE switches.
Two separate VFO's can be used independently in the NORMAL (NOR} operation, and any desired in-band frequencies split

transmit/receive in the SPLIT (SPT) operation.

MEMORY CHANNELS

The 1C-730 has a frequency memory for each band. Any in-band frequency of the VFQ A can be stored into the memory,
and it can be recalled at any time,

ADDITIONAL CIRCUITS

The 1C-730 has a built-in Neise Blanker, YOX, CW Monitor, APC, SWR detector, and many other circuits for your con-
venience.

The IC-730 has everything you need to really enjoy HF operation, in an extremely compact, rugged transceiver.



'SECTION 3 INSTALLATION =

BE SURE TO READ THE FOLLOWING INSTRUCTIONS BEFORE USE.

3-1 UNPACKING

Carefully remove your transceiver from the packing carton
and examine it for signs of shipping damage. Should any
be apparent, notify the delivering carrier or dealer im-
mediately, stating the full extent of the damage. It is
recommended you keep the shipping cartons. In the event
storage, moving, or reshipment becomes necessary they
will be handy. Accessory cables, plugs, etc., are packed
with the transceiver. Make sure you have not overlooked
anything.

1. Microphone {IC-HMZ7Y . .. . ...... . .. 1
2.DCPowerCord. . . ... ... i e 1
PINPlugs . ... o e 2
4. External Speaker Plugs . . . ... ... ............ 2
B, Spare Fuses (20 Amp} ... ... . v i i e 2
3-2 RECOMMENDATIONS FOR

INSTALLATION

1. Avoid placing the IC-730 in direct sunlight, high tem-
perature, dusty or humid places.

. The temperature of the set will usually become relatively
warm during transmission. Any equipment should be at
least 1 inch (3cm) away from the unit so as to provide
good ventilation. Be sure that nothing is on and just
behind the rear PA heatsink to ensure good ventilation.
Also avoid places near outlets of heaters, air conditioners
ete.

. Place the unit so that the controls and switches can
easily be handied and the freguency indication and
meter can easily be read,

. For mobile installation, an c¢ptional mounting bracket
is available. Select the best iocation that can stand the
weight of the unit and that dees not interfere with your
driving in any way.

. Use the Ground Lug!

3

3-3 POWER SUPPLY

For AC operation, use the special power supply IC-PS15.
If you would like to use your car battery or any other DC
power supply, be sure that its output voltage is 12-1% Volts
and the current capacity is at least 20 Amps. The maximum
power consumption of the set during transmission runs
from 16-20 Amps, so keep that in mind if the unit is
installed in your automobile, and turn it on after you have
started the engine. Attention should also be paid to the
candition of the battery and electrical system,

The connection of the DG power cord suppiied with the
IC-730 is done in the following way: First make sure that
the power switch of the unit is in the OFF position and
the T/R switch is in the receive position. Connect the cord
to the DC power supply with the RED lead to the positive
terminal and the BLACK lead to the negative terminal,
{Reverse connection will cause the protection circuit to
operate and blow the fuse.) Connect the DC plug to the
socket on the rear panel of the |C-730. Refer to the
drawing below.

For AC operation ' \

AL POWER
BUTLET

3-4

MEMORY BACK-UP

To retain the memory in the CPU, keeping the operating
frequencies of the VFOs even when the main Power Switch
is turned OFF, connect a power source of 8 to 12 Volts DC
to the Memory Back-Up terminal on the rear panel. For
mobile installation this can be accoemplished by direct con-
nection to the car battery, since the current drain is low.



For AC operation it is recommended that the optional
BC-10A be used.

— .
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AC POWER
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O POWER CORD

3-5 ANTENNA

Antennas play a very important rele in radic communi-
cation. |f the antenna is inferior, your transceiver cannot
give you the best performance. With a good antenna and
feeder cable having 50 ohm impedance, you should easily
get the desired matching and performance. Carefully instail
a high performance antenna that suits the frequency band(s}
you wish to operate on and place it as high as possible. Be
especially carefull of the condition of the connactors as
loose connections will deteriorate the performance. Be sure
to cannect the ground terminal of a whip antenna, if used,
10 the body of your car.

As the output is guite high, avoid connecting the antenna
connecior to open lines and do not transmit under mis-
matched conditions. Otherwise the final stage could be
overloaded and cause a malfunction of the unit.

3-8 GROUND

In order to prevent electrical shocks, TVI, BCE and other
problems, be sure to connect a heavy wire ground, as short
as possible, from a good earth point to the ground terminal
on the rear panel.

3-7 MICROPHONE
The microphane supplied with the 1C-730 is the IC-HM7
which contains a preamplifier. The optional electret con-
denser type stand microphone 1C-SM5 can he used. Their
circuit diagrams are shown.

Should you wish to use a different microphone, make
certain it has a proper preamplifier.

Microphone plug exploded view

T4

. Schem_a-tic Eiagram of IC-HM?

TR 2 SD &6

MIC LUNIT

3.8 CW KEY

When operating CW, connect the Key to the Key Jack with
a 1/4 inch plug. The connection of the plug is shown
betow.

Key Wiring Diagram

{f the terminals have polarity, be sure to make the correct
connection. Note that the keyed voltage when switching
with semiconductors or relays with resistors in the circuit,
should be adjusted to be below 0.4 Volts!

3-9 EXTERNAL SPEAKER

The iC-730 contains an internal speaker, and is also
designed so that it can drive an external speaker from the
external (EXT) speaker jack on the rear panel, Be sure the
impedance of the external speaker is 8 chms, and remember
that with the external speaker connected, the internat
speaker is disabled.



3.10 HEADPHONES

Any good headphone set, including stereo type, that have
4-16 ohms impedance can be used. With the plug inserted
halfway into the PHONES jack, both the headphone and
speaker will operate. This is convenient when others wish
to listen in on the station, ar you wish to record contacts
using a tape recorder connected to the headphone jack.
With a stereo headphone set inserted this way, however,
the headphone will lose the sound an one side. With the
plug inserted completely, only the headphone warks.

3-11 COOLING FAN

The rear of the PA unit is designed to provide for adequate
cooling, but with 200 Watt input the final stage produces
quite a bit of heat, and its temperature may rise during
prolonged transmissions. The fan is connected to a tem-
perature monitoring circuit which monitors the temperature
of the final stage. The fan operates as follows:

1. The fan does not operate in the receive mode.

2. When the temperature rises to a point (75°C) detected
by the menitor curcuit the fan will operate during both
transmit and receive and much more rapidly to provide
additional cooling, At this time stop transmitting and
investigate the cause of overheating i.e., antenna mis-
match, etc. Correct the cause of the overheating before
starting to transmit again.

3-12 POWER SUPPLY _
It is recommended that you use the IC-PS15 as a power
supply for base operation. If you wish 1o use another type

power supply make sure that it meets the voltage, current
requirements. Note carefully the overvoltage protection,
for a runaway regulator can destroy the 1C-730; be espe-
cially careful that more than 16 Volts cannot be supplied to
the transceiver. Do not connect the power supply, antenna,
accessory plug, or microphone with the Power Switch in
the ON position. Be especially carefu! not to transmit with-
out an antenna or dummy Joad hooked up. |If the fuse
blows replace it with a 20 Amp fuse, only after fixing the
cause. Do not turn the Power Switch ON and QFF repeat-
edly for this way cause the readout to mis-display. Should
this oceur, turn the set OFF and wait for approximately 30
seconds before turning it back ON.

3-13 CAUTIONS

As the unit has already been closely adjusted with highly
sophisticated measuring instruments, never taper with the
turnabie resistors, coils, trimmers, etc.

C-MOS is used in the Logic unit as well as the PLL. C-MOQS
ICs are very susceptible to excessive static charges and over
current and care must be used when handling them. There-
fore, avoid touching the Logic unit and the nearby circuitry
unless absolutely necessary. When it is necessary to check
the circuitry, observe the following points,

Ground all measuring instruments, the soldering iron, and
other toals. Do not connect or disconnect the C-MOS IC
from its socket, or solder it when the power is on. Do not
apply voltage of less than —0Q.5 or moare than +5 Volts to
the input terminals of the IC, DO NOT MEASURE WITH
AN OHMMETER.

Cable connections

iC-PS1H

I

AC POWER
OUTLET

2

ANTENKNA
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4-1

FRONT PANEL

19 TRANSMIT INDICATOR

1#METER SWITCH

1.METER

| MODE SWITCH

1.VOX SWITCH

3. T/R SWITCH
2.POWER SWITCH

'3 MIC CONNECTOR -
4 PHONES JACK

5 MIC GAIN CONTROL

‘8 RF POWER CONTROL

L:NB (Noise Blanker) SWITCH

7 AF GAIN CONTROL

8 RF GAIN CONTROL

17AGC SWITCH

W FREQUENCY DISPLAY

TVFO SWITCH

MNORMAL/SPLIT SWITCH

25PASS BAND SHIFT
[TUNING) CONTROL

WBAND SWITCH

EFRIT INDICATOR

WRIT CONTROL

7 RIT SWITCH

4DlAL LOCK SWITCH

7 TUNING RATE SWITCHES

IETUNING CONTROL KMOB

13 PREAMP SWITCH

HMEMORY/VFQ WRITE BUTTON

1. MODE SWITCH
This switch selects the mode of operation for both transmit
and receive,

USB Upper Sideband, mainly for 10, 14, 18, 21, 24 and
28MHz bands.

LSB Lower Sideband, mainly for 3,5 and 7MHz bands.

CW Continuous Wave, for CW operation on all bands.

CW-N  Narrow CW. The narrow crystal filter is auio-
matically turned ON in this position to improve
selectivity when receiving, (When optional crystal
filter installed)

AM Amplitude Modulation.

2. POWER SWITCH

The POWER SWITCH is a push-lock type switch which
controls the input DC power to the IC-730. When the
external AC power supply (1C-PS15) is used, the switch also
acts as the AC power supply switch. When the switch is
pushed in and focked, power is supplied to the set. When
the switch is pushed again and released, power is cut to all
circuits except the PA unit.  (When the BC-10A is used,
power will also be supplied to the CPU. {Refer to page 3.)

ISMEMORY SWITCH

3. MIC CONNECTOR

Connect the supplied microphone or gptional microphone,
1C-5M5 or IC-HM10 to this jack. If you wish to use a dif-
ferent microphone, refer to the drawing on page 4.

4. PHONES JACK

Accepts a standard 1/4 inch headphene plug for headphaones
of 4 ~ 16 ohms. Stereo phones can be used without modi-
fication.

5. MIC GAIN CONTROL

Adjusts the fevel of modulation according to the input of
the micraphone. Clockwise rotation increases the micro-
phones gain. As the input will vary with different micro-
phones and ditferent voices, the knob should be turned until
the Meter needis, in the ALC mode, begins 1o move slightly
within the ALC zone, In SSB and AM modes, when the
speech processor is in use, the MIC GAIN CONTROL sets
the clipping limits, while the RF POWER CONTROQL. sets
the RF drive level to the maximum power level, where ALC
starts at the saturation point of the amplifiers.



6. RF POWER CONTROL

Controls the RF output power 10 Watts 1o maximum (SSB:
100 Watts PEP, CW: 100 Watts, AM: 40 Watts). Clockwise
rotation increases the output power.

7. AF GAIN CONTROL
Cantrols the audio output level in the receive mode. Clock-
wise rotation increases the level,

8. RF GAIN CONTROL

Controls the gain of the RF section in the receive mode,
Clockwise rotation gives the maximum gain. As the control
is rotated counterclockwise, the needle of the METER rises,
and only signals stronger than the level indicated by the
needle will be heard.

9. T/R (TRANSMIT/RECEIVE} SWITCH

This switch is for manually switching from transmit to
receive and vice versa. Set the switch to RECEIVE (out)
and the 1C-730 is in the receive made. Set the switch to
TRANSMIT {in} and it switches to transmit. When switch-
ing with the PTT switch an the microphone or with the
VOX switch set to ON, the T/R switch must be in the
RECEIVE pesition.

10. VOX SWITCH

This switches the VOX circuit ON and OFF. When it is in
the ON {in} position, in SSB, T/R switching is accomplished
by means of a voice signal. In CW operation, semi-break-in
switching by means of keying is possibie.

11. NB {NOISE BLANKER} SWITCH

When pulse type noise such as automobile ignition noise is
present, set this switch to the ON (in} position. The naise
will be reduced to provide comfortable reception.

The blanking time can be selected NARROW and WIDE,
by the NB WIDTH switch under the access cover. It will be
effective against any type noises.

12. AGC (AUTOMATIC GAIN CONTROL) SWITCH

For changing the time-constant of the AGC circuit. With
the switch in the AGC position {out} the AGC voltage is
released slowly, and thus is suitable for SSB reception.
With the switch in the FAST {in) position, the AGC voltage
is released faster, and the AGC is suitable for stations suffer-
ing from fast fading or when operating in the CW mode.

13. PREAMP SWITCH
Switches the preamplifier for the receiver.

14, MEMORY/VFO WRITE BUTTON

By pushing this button, A VFO's frequency is written into
Memory, or one VFO's frequency is transfered to the other
VFO.

15. MEMORY SWITCH
Push this switch when you wish to write a frequency into
memaory, or to call a memerized freguency.

7=

16. TUNING CONTROL KNOB

Rotating the TUNING CONTROL KNOB clockwise in-
creases the frequency, while rotating it counterclockwise
decreases the frequency. The frequency is changed in 10Hz,
100Hz or 1KHz steps which is according to the TUNING
RATE switches. One complete rotation of the tuning
knob results in a 1KHz frequency increase or decrease in
10Hz steps, 10KHz in 100Hz steps and 100KHz in 1KHz
steps.

17. METER

When in the receive mode the meter acts as an S meter
regardless of the position of the meter select switch. Signal
strength is indicated on a scale of S$1-59, and 59 to
59+80d8B.

In the transmit mode the meter has two functions which
are selected by the Meter Switch (18). They are as follows:

Po; indicates the relative output power. SWR can be
measured by placing the switch located inside the top cover
to the SWR position.

ALC; In this position the meter functions when the RF
output reaches a certain fevel.

18. METER SWITCH
Selects meter function in the transmit mode.

19. TRANSMIT INDICATOR
llluminates when the transceiver is in the transmit mode.

20. FREQUENCY DISPLAY

The frequency of the 1C-730 is displayed on a luminescent
display tube. Since the tMHz and 1KHz decimal paints are
displayed, the frequency can easily beread. The frequencies
indicated are the carrier frequencies of each mode in AM,
USB, LSB and CW.

Remember, if you turn the RIT SWITCH ON to change the
receive frequency and rotate the RIT CONTROL knob, the
frequency displayed will nat change,

21. NORMAL/SPLIT (TRANSCEIVE/SPLIT) SWITCH
Selects the relationship of the two VFO's. In the NORM
{out} position, one VFQ is for both transmit and receive.
In the SPT {in) position, one VYFQ is for transmit and
the other is for receive,

22. VFO SWITCH

You can select either of the built-in two VFO’s with this
switch. It also selects the relationship of the two VFQ's
with the NORMAL/SPLIT switch, The switch performs the
following operations according to its position.

A. INORMAL) Selects the "A" VFO for both transmit and
receive,

A. (SPLIT} Selects A" VFO for receive and “B** VFO

for transmit,



B, INORMAL} Selects the “B” VFO in both transmit and
receive.

Selects “B” VFO for receive and A" VFO
for transmit.

B. {SPLIT)

23. TUNING RATE SWITCHES

The small vernier marks on the tuning knob are changed to
correspond to 10Hz, 100Hz or 1KHz steps which is selected
by pushing the switch either 10Hz, 100Hz or 1KHz.

24. DIAL LOCK SWITCH

After the IC-730 is set to a certain frequency for rag
chewing, mebile operation, etc., push the DIAL LOCK
switch the VFO is electronically locked at the displayed
frequency, thus inactivating the operation of the tuning
knob., To change frequency, the dial lock must first be
disengaged by pushing and releasing the DIAL LOCK switch
again.

25. RIT SWITCH
Switches the RIT cireuit ON and OFF.

28, RIT CONTROL
Shifts the receive frequency t800Hz either side of the frans-

4-2 CONTROLS UNDER THE ACCESS COVER

A5 ANTI-VOX CONTROL

4TCwW MONITOR CONTROL

#EN.B. WIDTH SWITCH

$EFREQUENCY SET CONTROSS

30. SPEECH PROCESSOR SWITCH

Switches the speech processor circuit ON and OFF, This
circuit enables greater talk power and better results in DX
operatian.

31. SWR SWITCH

When measuring SWR, calibration SET and SWR reading
functions are selected with this switch, When reading SWR
make sure the METER switch an the frant panel is in the

mit frequency. When the RIT is ON, the RI1T INDICATOR
is illuminated. Rotating the control to the (+} side raises
the receive frequency, and rotating to the {—) side lowers
the receive frequency. The frequency shift by tuning the
RIT Control is not indicated on the frequency display.

27. RIT INDICATCR
INluminates when RIT is turned ON.

28. BAND SWITCH

The BAND SWITCH is an 11 position rotary switch used for
salecting one of the 500K Hz segments. The selectable bands
are 3.6KHz, 7MHz, 10MHz, 14MHz, 18MHz, 21MHz,
24MHz and 28MHz, {(2BMHz hand is separated to four
BO0KHz segments.)

29. PASS-BAND SHIFT {TUNING) CONTROL

Allows continuous shifting of the pass-band from upper or
lower side in SSB and CW. This will reduce interference by
a nearby signal. When the optional crystal filter FL-30 is

installed, this control allows continuous tuning of the
pass-band selectivity by maving the filter up to 800Hz from
the upper or lower side in SSB and CW. Not only improves
selectivity, but also can improve the audio tone. Normal
position is in the center position and is 24KHz wide in
SSB.

J4VOX DELAY CONTROL

4 SPEECH PROCESSOR
SWITCH

FUSWR SWITCH
F5SWH SET CONTROL

$#VOX GAIN CONTROL

RF position.

32. SWR SET CONTROL

This control calibrates the meter needle to the SWR SET
position when you want to determine the value of SWR.
The METER switch must be in the RF position and the set
must be transmitting a carrier.



33. VOX GAIN CONTROL

This control adjusts input signal level via the microphone to
the VOX circuit. For VOX operation in SSB, adjust the
control so that the YOX circuit will operate with normal
speech.

34. VOX DELAY (VOX time constant} CONTROL

The controls the transmit to receive switching time. Adjust
it so transmit to receive switching will not occur during
short pauses in normal speech.

35. ANTI-VOX CONTROL

In VOX (SSB) operation, the VOX circuit may be operated
by sound from the speaker causing a switch to transmit.
This trouble can be prevented by adjusting the input level
of the ANTI-VOX circuit with this control along with the
VOX gain control so that the VOX circuit only operates

4-3 REAR PANEL CONNECTIONS

" from the operator's voice, not by sound from the speaker.

36. N.B. WIDTH SWITCH

Switches the blanking action time of the noise blanker
NARROW (short) and WIDE (long). Set the switch in the
NARROW or WIDE pasition according to incoming noise.

37. CW MONITOR {MONI} CONTROL

This control adjusts the audio volume of the side tone
[(monitor) audio during CW transmit operation. Adjust it to
your desired level for easy listening.

38. FREQUENCY SET CONTROL

This control is for fine adjustment of the reference fre-
quency of the PLL unit, which is local oscillator frequeney.
Do not turn it unless you want to change the frequency.

Y4ANTENNA CONNECTOR

2GROUND TERMINAL

#HPOWER SOCKET— Sty

JIMEMORY BACK UP
(RL} TERMINAL

AOEXTERNAL ALC
TERMINAL

4 EXTERNAL SFEAKER

JACK

HTKEY JACK

08— 3ACCESSORY SOCKET

3%. MEMORY BACKUP {RL} TERMINAL

For connection of a 9 ~ 12V DC power supply. Formobile
installation connection to the vehicle’s battery can be made
the current drain’ is low, for fixed installation use of the
1C-BC10A is recommencded.

By changing an internal connector, this terminal can be
used for Transmit/Recetve relay control terminal. This
terminal can be used to switch 24V 1A DC. Don't exceed
this limit.

40. EXTERNAL ALC TERMINAL
This terminal can be used for input terminal of external
ALC signal from a linear amplifier or transverter.

By using optional adapter, IC-EX205 and changing internal
connectors, this terminal can be used for TRANSVERTER
terminal.

WHF and UHF operation using a suitable transverter with
the 1C-730 is possible. This terminal is for Transverter
connection. The output is a few miiliwatts.

41. EXTERNAL SPEAKER JACK

When an external spzaker is used, connect it to this jack.
Use a speaker with an impedance of 8 ohms. When the
external speaker is connected, the builtin speaker does
not function,

42. KEY JACK
For CW operation, connect the key here. For glectronic
keying the terminal voltage must be less than 0.4V DC.

43. ACCESSORY {ACC} SOCKET

Various functions are available through the accessory sacket
such as modulation output, receiver output, T/R change-
over, and so forth. The table below shows thase terminals.



ACC SOCKET CONNECTIONS ACC SOCKET CONNECTIONS

PIN No. FUNCTION e EBREE
1. NC {no connection) Ol ELLYE]
2. 13.8 Valis DC in conjunction with the power @@ DY)
switch operatian. L® HEQ@DE,) Outside view
3. Connected to Push-to-tatk, T/R change-over
switch. When grounded, the set operates in
the transmit mo?le 44, ANTENNA (ANT) CONNECTOR
4 Output from the rc::ceive detector stage. Fixed This is used to connect the antenna to the set, Its imped
) output regardless of AF output or AF gain. ance is 50 ohms and connects with a PL-259 connector,
5. Qutput from Transmitter MIC amplifier stage. :
. 45, GROUND TERMINAL
| stage. .
6 (Bl r:f‘:;::sfgrchgirgi?:I:I‘ecvt:zrnotr::ﬁi)tting (retay To prevent etectrical shock, TV1, BCI and other problems,
’ t be directly actuated. Max 5m/.\) be sure to ground the equipment through the GROUND
7 tl:an ntof ¢ t lYALC \roltl ’ ' TERMINAL. For best results use as heavy a gauge wire or
3' C?pu dor externd age- strap as possible and make the connection as short as
9' Ngjun possible, even in mobile installations.
10. g IVcltsd DC available when the 2BMHz band is 46. POWER SOCKET
‘ 11 Tzs:?ﬂ;r TRANSVERTER control. When 8 Far connection of the 1C-PS15% DC power cord, or other
. ) . i ly.
Voits DC is applied, set can operate with a suitable power supply
transverter.
12, Qutput reference voltage for band switching.
13. Output for external band switching.
14.~24. | NC

Procedure for changing the MEMORY BACKUP [RL) terminal function.

*’W

= a@,\\
@f’i;‘y/

[

oo
oog
‘_/

%) &

— i

1. Remove the top and bottom covers. 2. Remove the eight screws at each end of the rear
panel.
Turn over the rear panel rightside, and unplug
coaxial cables from 41 and J3 on the LPF board.

LPF BOARD 41 ACC BOARD

3. Change the plug P37 connection.

= [

[ 4w §
mig _J L)
J3

Optional TRY unit (IC-EX 205}

Internal Tuse (SA)

When P37 is connected to J1 on the ACC board,
the terminal functions as MEMORY BACKUP
terminal.

When P37 is connected to J3, the terminal func-
tions as TRANSMIT/RECEIVE control terminal
for an external set.

. After changing connection, replace the coaxial

cables, rear panel and covers with reverse pro-
cedure.
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| SECTION 5 OPERATING INSTRUCTIONS

5-1 HOW TO TUNE
The following instructions are for tuning in any mode.
Please read carefully and understand fully before turning

ON vyour unit, Proper tuning is necessary for optimum
operation.
5-1-1 FREQUENCY DISPLAY ON EACH MCDE

When the set is first turned ON, the Fotlowing readouts will
appear on the FREQUENCY DISPLAY {when 7MHz and
LSB are selected).

3

When changing to other modes, the display will be as

-
i

L,

1
T

follows:

. TEEE
CW or CW-N {Narrow): -|’ ,|" S S 3
v 11040

The displayed frequency shows the carrier frequency.
To avoid the trouble of recalibrating the dial when you
change the operating mode, the displayed frequency is set

to shift to the carrier frequency of each mode automaticatly.

For the differences of the frequency shifts of the various
modes, refer ta the following figure.

The differences of tha frequency
of the various modes

CwW
AM

When changing to other bands, 100K Hz and lower digits of
the frequency display will remain previous cnes.

EXAMPLE:

When the frequency display shows 14.265.6MHz, you
switch to the 21MHz band, and the frequency display will
show 21.255.6MHz. (When you switch to the 3.5MHz
band, it will show 3.765.5MHz.)

5-1-2 TUNING CONTROL KNOB

The transmit or receive frequency is displayed on 7 segment
Electroluminesent display down to 100Hz digits. Rotating
the tuning knob clockwise increases the frequency, while
turning counterclockwise decreases the frequency in which
stops are selected by the TUNING RATE switches, ie.,
10Hz, 100Hz or 1KHz steps.

—11-

One complete rotation of the tuning knob results in 1KHz
with 10Hz steps, 10KHz with 100Hz steps, or 100KHz with
1KHz steps, frequency increase or decrease.

Exact calibration is not necessary as the displayed frequency
will always be correct but you may calibrate the scale on
the tuning knob for use as an analog type frequency display.

To calibrate the scale during operation, if desired, set the
frequency readout to 0.0KHz, push the dial lock switch,
then set the targe increment on the tuning scale to line up
with the indicator arrow and then push the dial lock switch
again.

The tuning knob scale may require recalibration if you:
1. Turn the knob while the frequency is iocked by use of

the Dial Lock switch.
2. Turn the knob beyond the band edge.

Brake Adjustment

If the knob is too loose or too stiff for comfortable use,
you can adjust the tarque by tightening or loosening the
brake adjustment screw accessable from underneath the set,

Brake adjustment screw
(It is unnecessary to remove the
bottorm cover for the brake adjustment,)

The following instructions should be used to adjust the
tension of the Tuning Xnob.

- The Tuning knob tension will become tighter by turning
the brake adjustment screw clockwise, and will become
looser by turning the screw counterciockwise.

- While performing this adjustment, the Tuning knok must
be turned continuously as the screw is adjusted in order
10 set the tension for a comfartable touch.

The displayed frequency will not go beyond the highest
band edge even by turning the tuning knob clockwise, or
beyond the lowest band edge by turning the knob counter-
clockwise.



The frequency range of each band is shown in the following
chart.

Band Frequency Range
35 | 34000~ 4.099.9 |
70 6.900.0 ~ 7.599.9
10.0 9.900.0 ~ 10.599.9 |
140 | 13.900.0 ~ 14.599.9
180 | 17.900.0 ~ 18.599.9
210 | 20.900.0 ~ 21.599.9
24.0 | 24.400.0 ~25.099.9 |
| 280 | 27.900.0 ~ 28.599.9
| 285 | 28.400.0 ~ 28.099.9
" 20.0 | 28.800.0~20.599.9 |
205 | 29.400.0 ~ 20.899.9

| B—

5-1-3 TUNING RATE SWITCH
Pushing one of the Tuning Rate switches will change the
basic¢ tuning rate of the set.

When pushed the 10Hz switch, the tuning rate becomes
10Hz. The 10Hz may be read from the increments on the
tuning knob.

When pushed the 100Hz switch, the tuning rate becomes
1004z,

When pushad the 1KHz switch, the tuning rate is changed
to carrespond to 1KHz steps. The last significant-digit on
the display will remain previous one. This position will
allow you to quickly QSY over a great frequency range.

5-1-4 DIAL LGCK BUTTON

After the 1C-730 is set at a certain freguency for rag chew-
ing, mobile operation, etc., pushing the Dial Lock switch
the VFO is locked at the displayed frequency, thus inacti-
vating the operation of the tuning knob, To change the
frequency, the Dial Lock must first be disengaged by push-
ing and relessing the Dial Lock switch again.

5-1-5 VFO SWITCH

The CPU in the 1C-730 contains two “VFQ's” for both
receiving and transmitting. The VFO’s are labeled “A"
VFO and “B” VFO and are selectable with the VFO Switch.
This dual VFO system gives the IC-730 many very con-
venient features. Please read this section very carefully and
perform the operation several times until you are com-
fortable with the system.

. “A" VFO is for both transmitting and receiving and is
selected by placing the V FO switch in the A" position.
The transmit and receive frequency will be controlled by
“A" VFQ, displayed on the freguency readout, and
stored in “A" memory.

. 'B” VFO is for both transmitting and receiving and is
selected by placing the VFO switch in the “B" position.
The transmit and receive frequency will be controlled by
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“B” VFQ, displayed on the frequency readout, and
stored in “B” memory.

EXAMPLE:

When the set is turned ON {7MHz and LSB are selected},
7.101.56 will be displayed on the readout.

This will occur whether the VFO switch is in either the A"
or “B”. Rotating the tuning knob clockwise will increase
the frequency in 100Hz (10Hz or 1KHz) steps. Rotating
the tuning knob counterclockwise will decrease the fre-
quency in 100Hz {10Hz or 1KHz) steps.

M Switching from one VFO 1o the other VFO does not
clear the first VFQ, The frequency is retained in VFO’s
memory.

EXAMPLE:

If 14.125.0MHz is set with “A"” VFQ, and the VFO switch
is set to “‘B"” VFO, the frequency readout will show “B”
VFO% frequency, but 14.125.0MHz is stitl stared in A"
VFQ's memory. Returning the VFO switch 1o "A” VFQO
position, and 14.125.0 will be displayed on the readout.
Accordingly, if the switch is placed in the “B” VFO posi-
tion, the frequency that was set with the “B" VFO will
appear. This allows you to set a certain frequency with one
VFO, work up and down the band with the other VFO, and
periodically check the set frequency simply by switching
between A" and “B’ VFO. It also allows you ta search
for a clear frequency with one VFO, while keeping your
operating frequency on the other VFQ., When you have
found a clear frequency, switch back to your operating
frequency, inform the station you are in contact with of
the new frequency, and switch back. It's that simple!

5-1-6 NORMAIL/SPLIT SWITCH

Pushing the NORMAL/SPLIT switch will change the rela-
tionship of the two VFO's. In the NOR {out) position, one
VFQ is for both transmit and receive. In the SPT {in)
position, one VFQO is for transmit and the other is for
receive, so that this will allow you to operate split transmit/
receive frequencies on the same band.

EXAMPLE:
Set "A" VFO to 7.085.0MHz and “B" VFO to 7.255.0
MHz.

Return the VFQ Switch to “A” VFO then set the NOR-
MAL/SPLIT Switch to the SPLIT position. 7.0850MHz
will shown on the readout during receive {"A’" VFO) and
7.255.0MHz during transmit ("B” VFQ). You are now
receiving on 7.085.0MHz and transmiiting on 7.255.0MHz.
Setting the VFQ switch to “B” VFO to reverses the above.

5-1-7 RIT {RECEIVE INCREMENTAL TUNING)

By using the RIT circuit, you can shift the receive fre-
guency *800Hz either side of the transmit frequency with-
out moving the transmit frequency itself. Therefore, when
you get a call slightly off frequency, or when the other
station’s frequency has shifted, vou can tune in the fre-
quency without disturbing the transmitting frequency. By



pushing the RIT switch once the RIT circuit is turned ON
and the RIT Indicator is lit.
The receive frequency is shifted with the RIT Control knob.

When the RIT Control knob is in the “D" position, the
transmitting and receiving frequencies are the same.

Rotating the control to the (+) side raises the receiving
frequency, and rotating to the {—) side lowers the frequency.
To turn OFF the RIT control, again push and release the
RIT switch and the RIT Indicator will go OFF. When the
RIT circuit is OFF, the transmit and receive frequencies are
the same regardless of the setting of the RIT control knab.

NOTE: The RiT circuit is aperational when the frequency
is locked with the dial lock switch. The frequency
shifted by turning the RIT contral is not indicated
on the frequency display. When the transmitting
and receiving frequencies differ by more than
BOOHz, use “A" and “"B" VFQs.

5§5-1-8 MEMORY/VFO WRITE SWITCH
This switch allows desired frequencies to be writien into
the memaries for each band, and allows either VFO's to be
brought to the exact freguency of the other VFO without
turning the tuning knob. Therefore, it is very easy to make
a few KHz split transmit/receive frequencies.

EXAMPLE:

When “A” VFQO is 14.255.5MHz and “B” VFQis 14.366.0
MHz, pushing the VFO switch to select "B VFQ, then the
MEMORY/VFO WRITE Switch, “B” VFO's frequency
becomes the same as “A” VFO's {14.265.5MHz). Now the
“A"™ VFO's freguency is memarized in the “B” YFO, and
you can operate anywhere with “A" VFO or “B" VFO.
When you want to return to the previous frequency
(14.255.5MHz), switch back to the other VFO. It's very
easy. Also, you can make several KHz split frequency
operation with “A” VFO and “B” VFOQ, in a moment. Ta
reverse this (A the same as B), select “A” VFQ first, then
push the MEMORY/VFO WRITE Switch.

5-1-9 MEMORY OPERATION

MEMORY-WRITING

Only “A™ ¥FO can be used for memory-writing.

1. Set the TUNING CONTROL knob to the desired fre-
quency, using “A" VFO. For example, set it for
14.265,5MHz on the display (when 14MHz and USB are
selected}.

. Push the MEMGORY Switch. If no frequency has been
programmed since turning the power of the unit ON,
14.098.6 {14MHz, USB) will be shown on the display
and the unit will receive on this frequency.

. One push of the MEMORY/VFO WRITE Switch erases
the previous programmed frequency (14.098.5) and
programs the new frequency {14.255.5) into memory.

. Program any desired frequency into memory for each
kand in the same manner.

. There is a memory for each band. The 28MHz band
consists of four segments, and there is a memory far

them. However, the memory can be used for all seg-
ments. For example when 28.055.0 is written in the
memory, it can be used for 28.855.0, 29.055.0 and
29.555.0MHz also.

MEMORY-READING

Just push the MEMORY Switch. At whichever frequency
the “A" or “B" V0O was set, that praviously programmed
frequency is recalled. When the MEMORY Switch is pushed
again and released, the previous operating frequency of that
VFO will again be shown an the display.

The programmed frequencies in the memories are main-
tained as long as the power, including MEMORY BACKUP
power, of the set is not turned OFF, or new frequency
reprogrammed, When a MEMORY BACKUP power source
is connected, all programmed frequencies in the memories
and the operating frequencies of both “A” and "B” VFQ's
are retained even when the POWER Switch is turned OFF,

5-2 SSB OPERATION

5-2-1 RECEIVING
After connecting an antenna, micraphone, etc., set knobs
and switches as follows.

PFOWER SWITCH OFF [OUT})
T/R SWITCH RECEIVE {QOUT)
VOX SWITCH OFF (OUT)
NOISE BLANKER (NB)

SWITCH OFF {OUT)
AGC SWITCH SLOW {CUT)
PREAMP SWITCH OFF {OUT)
VFO SWITCH A {OUT)
TUNING RATE

SWITCHES Desired Rate
MODE SWITCH USB or LSB

AF GAIN CONTROL Completely Counterclockwise

RF GAIN CONTROL Campletely Clockwise

P.B. SHIFT CONTROL Center position

BAND SWITCH Desired Band

RIT CONTROL QOFF or Center (12 o'clock)
position

Now turn ON the power switch. The meter lamp wiil be
illuminated and THH 5] will be shown an the

REQUENCY display {when 7MHz and LSB are selected).

In SSB operation there is both a USB (upper side band)
and an LSB {lower side band}. L5B is usually used on the
3.5 and 7MHz bands, while USB is usually used on the

) 10MHz band and abhove.
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Slowly turn the AF gain control clockwise to a comfortable
lavel. Rotate the tuning knob until a signal is received. The
meter needle will move according to the signal strength, so
tune for the highest possible meter reading and the clearest
audio. If you cannot get a clear signal, YOU may be receiv-
ing in the opposite sideband. If so, change the mode to the
proper sideband.



















































